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F
orw

ard

B
uilding Tow

ards the Tw
enty-First C

entury: T
he A

nnapolis

H
istoric D

istrict D
esign M

anual w
as first published

 in

1994. Frens and
 Frens prepared

 the text and
 illustra-

tions. H
PC

 C
hair D

onna M
. W

are and
 D

onna C
. H

ole, H
istoric Preserva-

tion Planner, ed
ited

 the m
anual and

 Jerri H
opkins of W

ord
s &

 Pictures,

Inc. provid
ed

 the d
esign. It includ

ed
 five chapters w

hich outlined
 the

history of the state capitol, d
efined

 its architecture and
  introd

uced

broad
 principles of d

esign. It also includ
ed

 a glossary and
 bibliography

in ad
d

ition to the actual guid
elines. A

fter w
orking w

ith the guid
elines

for ten years, the H
PC

 appropriately established
 a com

m
ittee in 2004 to

revisit their effectiveness, to clarify som
e sections and

 strengthen others.

T
he com

m
ission also w

anted
 to includ

e in this one m
anual the 1996

archeology proced
ures and

 guid
elines. A

s the project becam
e m

ore com
-

plicated
, the com

m
ission d

ecid
ed

 to com
plete the D

esign G
uid

elines

first, ad
opt them

 and
 send

 them
 to the A

nnapolis C
ity C

ouncil for

approval, as required
 by the A

nnotated
 C

od
e of M

aryland
,  A

rticle 66B
,

the historic area zoning enabling legislation. 

3

T
he ap

p
licant shall su

bm
it the consu

ltant’s
rep

ort to the D
ep

artm
ent of P

lanning &
 Z

oning.
T

he C
ity’s p

reservation staff w
ill evalu

ate the con-
su

ltant’s find
ings and

 recom
m

end
ations. T

he
rep

ort shall inclu
d

e: 

1. H
istorical backgrou

nd
 on the lot or lots on

w
hich the research is carried

 ou
t; 

2. L
ocation inform

ation, inclu
d

ing a m
ap

show
ing the extent of the p

rop
osed

 p
roject; 

3. A
clear d

escrip
tion of research qu

estions and
m

ethod
s; 

4. A
clear d

escrip
tion of resu

lts, inclu
d

ing, bu
t

not lim
ited

 to: illu
strations of archeological

test p
it locations and

 stratigrap
hy; d

escrip
-

tions of the natu
re and

 extent of archeologi-
cal featu

res and
 d

ep
osits; d

escrip
tions of the

natu
re and

 extent of recent d
istu

rbances of
those featu

res and
 d

ep
osits; and

 illu
strations

of artifacts and
 featu

res cru
cial to the analy-

sis and
 interp

retation of the site.
5. A

nalyses sufficiently d
etailed

 and
 statistically

supportable to d
em

onstrate that the d
ata for

w
hich the site is consid

ered
 historically sig-

nificant have been ad
equately sam

pled
; 

6. Interp
retations that exp

licitly relate the
analyses and

 resu
lts to the qu

estions p
osed

in the scop
e of w

ork and
 in the research

d
esign section of the rep

ort; 

7. A
list of cited

 references in the style of
A

m
erican A

ntiquity or H
istorical A

rchaeology
jou

rnals; and
 

8. A
n artifact catalogu

e and
 su

ch other
ap

p
end

ices as seem
 ap

p
rop

riate. 

T
he p

reservation staff shall review
 and

 com
m

ent
on the rep

ort w
ithin thirty d

ays of receip
t. T

he
final rep

ort shall becom
e a p

art of the com
p

leted
p

erm
it ap

p
lication and

, as su
ch, be su

bject to the
C

om
m

ission’s ap
p

roval. T
hree final cop

ies of all
archeological salvage rep

orts m
u

st be given to the
D

ep
artm

ent of P
lanning &

 Z
oning. T

he D
ep

art-
m

ent of P
lanning &

 Z
oning shall forw

ard
 one cop

y
of each rep

ort to the M
aryland

 H
istorical Tru

st as
p

art of its C
ertified

 L
ocal G

overnm
ent rep

ort. 

C
ollection

s 
T

he C
om

m
ission encou

rages all p
erm

it ap
p

licants
to d

onate artifacts, notes, p
hotograp

hs, and
 other

m
aterials assem

bled
 d

u
ring the cou

rse of p
erm

it-
m

and
ated

 archeological stu
d

ies to locally recog-
nized

 collecting institu
tions. T

hese m
ight inclu

d
e,

bu
t are not lim

ited
 to, the M

aryland
 H

istorical
Tru

st and
 the H

istoric A
nnap

olis Fou
nd

ation. A
ll

archeological consu
ltants are requ

ired
 to p

rep
are

collections in a m
anner consistent w

ith the p
rac-

tices of local collecting institu
tions. 
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4

If no intact archeological d
ep

osits are id
entified

,
the archeological consu

ltant m
ay su

bm
it a one

p
age su

m
m

ary rep
ort w

ith a m
ap

 noting the loca-
tions of the excavation u

nits that has the recom
-

m
end

ation of the C
om

m
ission’s archeologist, and

the ad
m

inistrative ap
p

roval of the C
hief of H

is-
toric P

reservation. W
ith the ap

p
roval of the C

om
-

m
ission, this su

m
m

ary letter and
 m

ap
 can serve in

lieu
 of a fu

ller technical rep
ort, thereby red

u
cing

costs for the ap
p

licant. T
he p

reservation staff w
ill

review
 and

 com
m

ent on the rep
ort or su

m
m

ary
letter w

ithin thirty d
ays of receip

t. 
T

he archeological consu
ltant, w

hether su
bm

it-
ting a fu

ll-length rep
ort or a su

m
m

ary letter, w
ill

ad
d

ress the follow
ing qu

estions: 

1. B
ased

 u
p

on available inform
ation (archeo-

logical, cartograp
hic, and

 archival), are
archeological d

ep
osits p

resent w
ithin the

p
rop

osed
 p

roject area? 
2. If so, d

o those d
ep

osits retain su
fficient

integrity to p
rovid

e im
p

ortant inform
ation

abou
t the area’s history? 

3. D
o the d

ep
osits contribu

te to the N
ational

R
egister D

istrict based
 on the N

ational R
eg-

ister for H
istoric P

laces criteria? 

E
. 3

- S
ites D

eem
ed

 H
istorically S

ign
ifican

t
If the C

om
m

ission d
eterm

ines that a p
roject w

ill
ad

versely affect a contribu
ting N

ational R
egister or

locally d
esignated

 land
m

ark site, the ap
p

licant
shall have the op

tion to revise the p
roject p

lan to
avoid

 the site. If avoid
ance is not feasible, the

C
om

m
ission shall:

1. d
eterm

ine w
hether the ad

verse effect can be
m

itigated
 throu

gh p
rotective m

easu
res 

(e.g., filling, u
se of p

ier-constru
ction rather

than a continu
ou

s fou
nd

ation); or
2. if p

rotective m
easu

res are not feasible,
requ

ire and
 sp

ecify the scop
e of archeologi-

cal salvage; or
3. d

eny a C
ertificate of A

p
p

roval for the p
ro-

p
osed

 p
roject becau

se it constitu
tes u

nw
ar-

ranted
 d

estru
ction of a historically signifi-

cant archeological site. 

In consu
ltation w

ith the C
ity’s p

reservation staff,
the C

om
m

ission can ap
p

rove ad
d

itional archeolog-
ical excavation to recover the kind

s of artifacts and
inform

ation for w
hich the site is consid

ered
 histor-

ically significant. T
he ap

p
licant shall su

bm
it a

scop
e of services to the C

ity’s p
reservation staff. 

E
. 4

- A
rch

eological S
alvage

‘Salvage’ m
eans to save from

 extraord
inary d

an-

ger, to recover som
ething of valu

e in the face of
u

navoid
able d

estru
ction. A

rcheological salvage is a
p

lan of last resort, w
here in-p

lace p
reservation of

an archeological site is not feasible becau
se: 

1. T
he costs of p

reserving that site in p
lace are

u
nreasonably high; 

2. N
atu

ral forces p
reclu

d
e reasonable attem

p
ts

at p
reservation (e.g.,shoreline erosion); or 

3. O
ther p

u
blic need

s ou
tw

eigh the valu
e of the

historically significant site. 

A
rcheological salvage consists of recovery, analy-

sis, interp
retation, and

 rep
orting of those d

ata for
w

hich the site is consid
ered

 historically im
p

ortant.
For exam

p
le, trash d

ep
osits in the back of a late

19th-centu
ry grocery m

ight be consid
ered

 histori-
cally significant becau

se they contain inform
ation

on the city’s p
lace in the rap

id
ly grow

ing con-
su

m
er econom

y of the p
eriod

. T
hose find

s also
cou

ld
 be critical to the interp

retation of archeologi-
cal d

ep
osits from

 the sam
e p

eriod
 elsew

here in the
city, illu

m
inating the d

ifferent stand
ard

s of living
and

 cu
ltu

ral d
ifferences am

ong the C
ity’s ethni-

cally d
iverse p

op
u

lation. Salvaging su
ch d

ep
osits

m
ight involve excavating enou

gh of the d
ep

osits to
acqu

ire a scientifically and
 statistically valid

 sam
-

p
le. T

he C
om

m
ission m

ight p
erm

it the d
estru

ction
of the rem

aining d
ep

osits, even if those d
ep

osits
equ

al or exceed
 in volu

m
e the qu

antity of m
aterial

salvaged
. 

T
he applicant’s archeological consultant w

ill
und

ertake salvage w
ithin the proposed

 construc-
tion project area w

ith a scope of w
ork approved

 by
the C

om
m

ission and
 the C

ity’s preservation staff.
T

he scope of w
ork w

ill includ
e a research d

esign
specifying the questions to be asked

 of the archival
and

 archeological d
ata and

 the m
ethod

s selected
for collecting and

 analyzing those d
ata in a m

anner
appropriate to the questions. T

he applicant’s con-
sultant w

ill keep the preservation staff apprised
 of

progress, significant find
ings, or unanticipated

problem
s via telephone or personal visit. A

ll such
reports m

ust be reiterated
 in a w

ritten m
em

oran-
d

um
 to the C

ity’s C
hief of H

istoric Preservation
w

ithin tw
enty-four hours of the oral report. T

he
C

ity’s preservation staff shall m
ake status reports

to the C
om

m
ission as need

ed
. T

he C
om

m
ission

and
 the C

ity’s preservation staff reserve the right to
visit the excavation w

ith one-hour prior notice.
E

xcavations shall not be backfilled
 w

ithout the
prior notification and

 approval of the preservation
staff. A

ll excavations w
ill conform

 to good
 stand

ard
archeological practice, and

 the intention to so com
-

ply shall be clearly specified
 in the scopes of w

ork.21
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A
A

.1 - T
h

e Tow
n

 P
lan

 an
d

 Focal P
oin

ts 
N

ew
 bu

ild
ings shou

ld
 reinforce the historic tow

n
p

lan of A
nnap

olis and
 shou

ld
 resp

ect trad
itional

view
s and

 visu
al focal p

oints inclu
d

ing the State
H

ou
se, St. A

nne’s C
hu

rch, and
 the w

ater. 
T

he d
ram

atic p
attern of streets converging on

m
ajor sp

aces and
 rad

iating ou
tw

ard
 to view

s of
the w

ater (or other streets lead
ing to the w

ater)
can be affected

 ad
versely by site p

lanning and
bu

ild
ing d

esign w
hich d

o not reinforce the p
at-

tern. For exam
p

le, large bu
ild

ings at the visu
al ter-

m
inu

s of a street m
ay alter the hu

m
an scale of the

street and
 block historic view

s beyond
. C

hanges in
bu

ild
ing setbacks also m

ay alter the scale of the
street and

 d
isru

p
t the constant visu

al w
id

th of the
street sp

ace. 

A
. 2  - R

ein
forcem

en
t of th

e U
n

iq
u

e Tow
n

 P
lan

 
N

ew
 d

evelop
m

ent on corner lots shou
ld

 p
reserve

and
 reinforce the u

niqu
e geom

etry and
 sp

atial
relationship

s form
ed

 by these intersections. 
T

he u
nu

su
al triangu

lar shap
ed

 lots at rad
iating

street intersections are exp
ressed

 in the floor p
lans

of historic corner bu
ild

ings su
ch as the M

aryland
Inn, and

 shou
ld

 be exp
ressed

 in new
 bu

ild
ings.

C
orner bu

ild
ings at right angle corners shou

ld
 fol-

low
 the street form

, and
 shou

ld
 relate visu

ally
to both streets. 

A
. 3 - V

iew
s from

 th
e W

ater
A

ll p
rojects w

hich are visible from
 the w

ater
shall resp

ect and
 reinforce the historic charac-

ter of the d
istrict and

 shall resp
ect trad

itional
view

s and
 visu

al focal p
oints.

T
he earliest settlem

ents in the city w
ere

along Spa C
reek and

 the Severn R
iver. V

isitors
to A

nnapolis often cam
e by w

ater, m
aking the

system
 of rivers and

 creeks an im
portant gate-

w
ay to the d

istrict. V
iew

 shed
s of the w

ater as
w

ell as historic streetscapes as seen from
 the

w
ater have a shape and

 proportion that have
evolved

 in response to the grow
th patterns of

A
nnapolis. T

he scale, placem
ent and

 configura-
tion of new

 structures, and
 plantings w

ithin
these view

 shed
s need

 to be carefully planned

so that new
 elem

ents d
o not alter or obscure the

character of these historic patterns. B
eyond

 the
larger scale elem

ents, an effort should
 be m

ad
e to

elim
inate sm

aller objects that are likely to prod
uce

a sense of visual clutter. V
isual clutter com

petes
w

ith and
 obscures the historic sense of space that is

so essential to und
erstand

ing the urban planning of
A

nnapolis and
 its historic connection to the w

ater. 
T

he C
ity C

od
e p

rovid
es for the establishm

ent
of a view

 cone w
herever a p

u
blic right-of-w

ay ter-
m

inates at a w
aterw

ay (Section 21.60.080). Fen
ces,

w
alls or p

lan
tin

gs w
ith

in
 th

e view
 con

e can
n

ot
exceed

 6 feet in
 h

eigh
t an

d
 m

u
st b

e tran
sp

aren
t

ab
ove forty-eigh

t in
ch

es (48”). Trees shall not be
p

lanted
 closer than 15 feet ap

art so as not to form
 a

visu
al barrier. A

ll p
lantings other than trees m

u
st

be m
aintained

 at a height of forty-eight inches
(48”) or less. T

he height of a fence, w
all or p

lanting
shall be m

easu
red

 from
 the grad

e of the p
u

blic
right-of-w

ay. In the case w
here there is a change of

grad
e, at no p

oint along the barrier shall the height
exceed

 the lim
its stated

 above excep
t in su

ch case
w

ere there are d
ocu

m
ented

 historic record
s to the

contrary. T
he hand

rails and
 gu

ard
rails arou

nd
op

en terraces and
 op

en p
orches w

ithin a view
 cone

shall be transp
arent.

5

G
u

id
elin

es to P
reserve an

d
 E

n
h

an
ce 

th
e C

ity’s H
istoric U

rb
an

 Form

E
In

trod
u

ction
 

T
he follow

ing gu
id

elines, d
erived

 from
 p

ractices
d

evelop
ed

 across the U
nited

 States since the late
1960s, p

rovid
e a p

rocess w
hereby archeological

sites and
 artifacts reflecting the C

ity’s cu
ltu

ral and
historical heritage can be p

rotected
, or the inform

a-
tion they contain salvaged

, w
ithou

t restricting
u

nd
u

ly im
p

rovem
ents to lots w

ithin the H
istoric

D
istrict or to historic land

m
arks d

esignated
 w

ithin
the C

ity. A
rcheological exam

inations are relatively
inexp

ensive w
hen ad

d
ressed

 early enou
gh in the

p
lanning p

rocess.

E
. 1 - C

on
d

ition
s R

eq
u

irin
g an

 
A

rch
eological S

tu
d

y
C

ity p
reservation staff, in consu

ltation w
ith the

H
istoric P

reservation C
om

m
ission’s archeologist,

shall evalu
ate each p

rop
osed

 p
roject to d

eterm
ine

w
hether it m

eets one or m
ore of the follow

ing
cond

itions: 

a. D
oes the p

rop
osed

 p
roject d

istu
rb m

ore than
50 squ

are feet of soil, regard
less of the d

ep
th

of the excavation? 
b. D

oes the p
rop

osed
 p

roject d
istu

rb a lot w
ith

a know
n archeological site or w

ill it be tak-
ing p

lace ad
jacent to a lot w

ith a know
n

archeological site? 
c. D

oes the p
rop

osed
 p

roject cau
se grou

nd
 d

is-
tu

rbance at a location p
ossessing environ-

m
ental or historical characteristics ind

icating
a high p

otential for cu
ltu

ral resou
rces? 

T
he C

ity’s p
reservation staff m

ay cond
u

ct a site
visit and

, at its d
iscretion and

 w
ith p

rop
erty

ow
ner’s p

erm
ission, au

thorize the C
om

m
ission’s

archeologist to cond
u

ct lim
ited

 archeological test-
ing to d

eterm
ine w

hether ad
d

itional testing shall
be necessary. T

he costs of testing by the C
om

m
is-

sion’s archeologist shall be borne by the C
om

m
is-

sion. B
ased

 on the find
ings of the C

om
m

ission’s
archeologist, a p

erm
it ap

p
licant still m

ay be
requ

ired
 to retain a qu

alified
 archeologist to u

nd
er-

take ad
d

itional archeological stu
d

y. 
B

ased
 on the best available evid

ence, the C
ity’s

p
reservation staff m

ay d
eterm

ine that the p
ro-

p
osed

 p
roject w

ill have no ad
verse effect on histor-

ically significant archeological artifacts or d
ep

osits.
T

he C
ity’s p

reservation staff shall then recom
m

end
to the C

om
m

ission that no fu
rther archeological

investigation be requ
ired

 in connection w
ith the

p
erm

it ap
p

lication. 
B

ased
 on the best available evid

ence, the C
ity’s

p
reservation staff m

ay d
eterm

ine that the p
ro-

p
osed

 p
roject m

ight have an ad
verse effect on

historically significant archeological artifacts or
d

ep
osits. T

he C
ity’s p

reservation staff shall then
recom

m
end

 to the C
om

m
ission that the ap

p
licant

retain the services ofan archeological consu
ltant

w
ho m

eets the criteria established
 by the Secretary

of the U
.S. D

ep
artm

ent of the Interior. 

E
. 2 - A

rch
eological S

tu
d

y
If the C

om
m

ission d
eterm

ines that an ap
p

lication
requ

ires archeological review
, the ap

p
licant shall

retain a qu
alified

 archeological consu
ltant. T

he
ap

p
licant shall su

bm
it the consu

ltant’s rep
ort to

the D
ep

artm
ent of P

lanning &
 Z

oning. T
he C

ity’s
p

reservation staff w
ill evalu

ate the consu
ltant’s

find
ings and

 recom
m

end
ations. T

he rep
ort shall

inclu
d

e: 

1. A
brief history of the lot or lots u

nd
er consid

-
eration, inclu

d
ing p

relim
inary cartograp

hic
research

2. A
m

ap
 show

ing the extent of the p
rop

osed
p

roject and
 the locations of archeological test

p
its

3. A
clear d

escrip
tion of the archeological su

r-
vey’s m

ethod
s and

 resu
lts, inclu

d
ing, bu

t not
lim

ited
 to: soils and

 stratigrap
hy; natu

re and
extent of archeological featu

res and
 d

ep
osits;

and
 natu

re and
 extent of recent d

istu
rbances

of those featu
res and

 d
ep

osits
4. Illu

strations of the p
roject area and

 of soil
layers and

 archeological featu
res

5. A
n artifact catalogu

e
6. R

ecom
m

end
ations regard

ing the historical
significance of the archeological find

ings and
for ad

d
itional archeological stu

d
y, if

ap
p

rop
riate. 
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B
In

trod
u

ction
 

T
he resid

ential streetscape is an ensem
ble of street,

sid
ew

alks, fences, vegetation, and
 build

ings. E
ach

part is a layer in the transition from
 public to pri-

vate space, and
 each is subject to the review

 of the
H

istoric Preservation C
om

m
ission. Public space

includ
es the street paving for vehicles, and

 sid
e-

w
alks for ped

estrians. Front yard
s, stoops, and

porches, w
hile privately ow

ned
, are visually sem

i-
public. R

ear yard
s and

 sid
e yard

s separated
 from

the street by fences or hed
ges are private spaces. A

w
ell-m

aintained
 w

alk, plantings, and
 a preserved

build
ing are public gestures representing the efforts

of generations of resid
ents to create a public pres-

ence in the city, w
hich transcend

s personal gain. 
B

u
ild

ings and
 land

scap
e elem

ents form
 w

alls
of ou

td
oor sp

aces, w
hich becom

e the p
u

blic halls
and

 recep
tion room

s of the city. Street and
 sid

e-
w

alk p
aving is the flooring of these room

s, and
 the

vegetation and
 street fu

rnitu
re the fu

rnishings. T
he

historic d
istrict ord

inance is in p
lace to p

rotect the
streetscap

e from
 insensitive change. T

he ord
inance

d
iscou

rages the rem
oval of land

scap
e elem

ents
and

 obliteration of the streetscap
e “w

alls” by a
change in setback, any increase in the height and
w

id
th of the “w

alls,” rem
oval of the historic

hu
m

an scale, or d
isru

p
tion of the existing ord

er
and

 p
attern of rhythm

 along the street. 

G
u

id
elin

es for B
u

ild
in

g D
esign

B
.1

- V
isu

al R
elation

sh
ip

s
b

etw
een

 th
e O

ld
 an

d
 N

ew
 

A
new

 bu
ild

ing or ad
d

ition shou
ld

 visu
ally relate

to contribu
ting historic bu

ild
ings in its im

m
ed

iate
neighborhood

 rather than to bu
ild

ings in the his-
toric d

istrict in general. T
he “im

m
ed

iate neighbor-
hood

” is generally d
efined

 as at least 1/
2 block in

both d
irections. 

T
he H

istoric P
reservation C

om
m

ission w
ill

consid
er the ap

p
rop

riateness of a p
rop

osed
 d

esign
for its sp

ecific location. D
esigns or changes

ap
p

roved
 elsew

here in the d
istrict d

o not act as a
p

reced
ent for a d

esign u
nd

er consid
eration. T

he
im

m
ed

iate neighborhood
 of a p

rop
osed

 alteration,

ad
d

ition, or new
 bu

ild
ing inclu

d
es the su

bject lot
and

 all lots on both sid
es of the street on w

hich the
lot fronts and

 the interior of the affected
 blocks for

p
rojects im

p
acting the rear of the su

bject lot. For a
com

er lot or a lot ad
jacent to a corner lot, the

im
m

ed
iate neighborhood

 inclu
d

es all sid
es of the

intersection. W
here a lot falls near the ed

ge of the
historic d

istrict, historic bu
ild

ings located
 near bu

t
ou

tsid
e the d

istrict bou
nd

aries are inclu
d

ed
 in the

lot’s im
m

ed
iate neighborhood

. 

B
. 2 - N

ew
 B

u
ild

in
g D

esign
 

T
he d

esign of new
 bu

ild
ings and

 ad
d

itions shou
ld

be com
p

atible w
ith, bu

t not im
itate, existing his-

toric bu
ild

ings. 
N

ew
 bu

ild
ings w

hich m
erely im

itate the form
s

and
 m

aterials of historic bu
ild

ings d
ilu

te the qu
al-

ity of existing historic stru
ctu

res. Ju
st as a

m
u

seu
m

 w
ou

ld
 not p

resent cop
ies of art alongsid

e
original w

orks of art, constru
cting cop

ies of his-
toric bu

ild
ings am

ong genu
ine ones is d

iscou
r-

aged
. C

reative bu
ild

ing d
esign w

hich is com
p

ati-
ble w

ith the character of the im
m

ed
iate neighbor-

hood
 is encou

raged
. 

N
ew

 bu
ild

ings shou
ld

 be d
esigned

 to strengthen
the u

nity of the existing streetscap
e, and

 shou
ld

follow
 the d

esign p
rincip

les of historic architectu
re

d
escribed

earlier. N
ew

 bu
ild

ings shou
ld

 not be
m

istaken for historic bu
ild

ings.

B
. 3 - B

u
ild

in
g H

eigh
t an

d
 B

u
lk

 
N

ew
 bu

ild
ings shou

ld
 resp

ect the bu
lk and

 height
of neighboring bu

ild
ings. T

he facad
e height and

p
rop

ortions of new
 bu

ild
ings shou

ld
 be com

p
ati-

ble w
ith the p

red
om

inant character of other bu
ild

-
ings in the streetscap

e. 
B

u
ild

ing height m
axim

u
m

s and
 bu

lk regu
la-

tions are contained
 in the A

nnap
olis C

ity C
od

e
(Sec. 21.56.A

rt.II). To d
eterm

ine in w
hich height

d
istrict you

r p
rop

erty is located
, p

lease contact the
D

ep
artm

ent of P
lanning and

 Z
oning. T

he C
ity

C
od

e reflects the m
axim

u
m

 allow
able height; how

-
ever the H

P
C

 m
ay requ

ire a low
er height based

 on
the sp

ecific site and
 p

rop
osed

 bu
ild

ing.

6

G
u

id
elin

es to P
reserve an

d
 E

n
h

an
ce 

In
d

ivid
u

al H
istoric S

treetscap
es

w
all or elem

ent to w
hich it is attached

. 
D

. 32 - L
igh

tin
g of A

d
d

ition
s an

d
 N

ew
 B

u
ild

in
gs 

E
xterior lighting of ad

d
itions and

 new
 build

ings
should

 be sim
ple and

 in scale w
ith the build

ing.
N

ew
 fixtures should

 be sim
ple, unobtrusive fix-

tures m
ounted

 in a trad
itional m

anner. R
ecessed

d
ow

n lights, if proposed
, should

 be placed
 to avoid

d
ram

atic light patterns on the proposed
 build

ing
facad

e. Fixtures should
 be in keeping w

ith the scale
and

 proportions of a proposed
 facad

e. 

G
u

id
elin

es for S
torefron

ts
In

trod
u

ction
T

he d
esign of storefronts along com

m
ercial streets

greatly affects the scale of the streetscap
e and

 can
be one of the m

ost d
istingu

ishing and
 satisfying

featu
res of retailing in a historic environm

ent. Su
r-

viving historic storefronts shall be p
reserved

. 
U

ntil the d
evelop

m
ent of p

late glass in the
1850s, w

ind
ow

s constru
cted

 for the d
isp

lay of m
er-

chand
ise d

iffered
 little from

 resid
ential ap

ertu
res.

T
he availability of large sheets of glass coincid

ed
w

ith changes in retailing brou
ght abou

t by the
ind

u
strial revolu

tion, and
 storefront alterations

w
ere com

m
on in the second

 half of the nineteenth
centu

ry. In p
lace of trad

itional m
u

lti-p
ane fixed

 or
d

ou
ble-hu

ng sash w
ind

ow
s set in m

asonry or
fram

e w
alls, large d

isp
lay w

ind
ow

s d
ivid

ed
 by

w
ood

 and
 som

etim
es cast iron colu

m
ns ap

p
eared

.
A

s tim
e p

rogressed
, d

isp
lay w

ind
ow

s becam
e

larger w
hile the stru

ctu
re su

p
p

orting the u
p

p
er

p
ortion of the front facad

e becam
e less visible. 

D
. 33 - H

istoric S
torefron

ts
H

istoric storefronts shall be p
reserved

 u
nless d

ocu
-

m
entation of d

eterioration is p
rovid

ed
 that ju

stifies
rep

lacem
ent of historic m

aterial. 
E

xisting historic storefront w
ind

ow
s and

 d
oors

should
 be retained

 and
 repaired

, as extant store-
fronts provid

e a d
istinctive character for the com

-
m

ercial area w
ithin the historic d

istrict. U
nfortu-

nately, m
ost existing com

m
ercial build

ings have
experienced

 several generations of store-
front renovations. W

here photographic or
other graphic d

ocum
entation for an ear-

lier storefront exists, it is recom
m

end
ed

that the earlier d
esign be reconstructed

. 

D
. 34 - N

ew
 S

torefron
ts in

 E
xistin

g
B

u
ild

in
gs 

N
ew

 storefronts in existing com
m

ercial
bu

ild
ings shou

ld
 be based

 on p
hysical or

p
hotograp

hic evid
ence. 

In existing com
m

ercial bu
ild

ings,

new
 storefront d

esigns shall be based
 on the his-

toric storefront w
hich form

erly existed
 at that loca-

tion, as evid
enced

 by su
rviving p

hysical evid
ence

and
 historic p

hotograp
hic view

s.
W

here no evid
ence exists, the new

 storefront
shou

ld
 not be a d

etailed
 conjectu

ral rep
rod

u
ction,

w
hich cou

ld
 be m

isconstru
ed

 by the p
u

blic as an
au

thentic, historic storefront. T
he new

 d
esign

shou
ld

 reference  the  historic p
attern of storefront

com
p

onents, fenestration and
 m

aterials for its
p

eriod
. 

D
. 35 - N

ew
 S

torefron
ts in

 A
d

d
ition

s an
d

 
N

ew
 B

u
ild

in
gs

Storefronts in ad
d

itions and
 new

 bu
ild

ings shou
ld

be com
p

atible in scale, p
rop

ortion, d
esign, and

d
etailing w

ith storefronts in their im
m

ed
iate

neighborhood
s. 

Storefronts shou
ld

 not be elaborately d
etailed

conjectu
ral reconstru

ctions u
tilizing p

eriod
 m

old
-

ings. It is recom
m

end
ed

 that the p
rop

osed
 d

esign
take into accou

nt the d
esign of form

er storefronts
on the p

rop
erty. 

D
. 36 - A

w
n

in
gs

A
w

nings shou
ld

 be ap
p

rop
riate to the d

esign of
the storefront or bu

ild
ing. A

w
ning ed

ges shou
ld

 be
free flow

ing to d
iscou

rage the im
p

ression that the
aw

ning is p
art of the stru

ctu
re. R

etractable
aw

nings are encou
raged

. A
w

nings shou
ld

 be fabri-
cated

 of non-reflective canvas, flam
e resistant in

accord
ance w

ith the bu
ild

ing cod
e

D
. 37 - S

ign
age 

Signs shou
ld

 be com
p

atible w
ith the scale, p

rop
or-

tions, form
 and

 architectu
ral d

etailing of the bu
ild

-
ing to w

hich they are ap
p

lied
. 

Signage w
ithin the H

istoric D
istrict is regu

-
lated

 by the A
nnap

olis C
ity C

od
e (C

hap
ters 17.60

and
 21.70) and

 the A
nnapolis H

istoric D
istrict

D
esign G

uidelines for Signs,available at
w

w
w

.an
n

ap
olis.gov.

19

T
w

o store front designs for the sam
e building. T

he left design is not a literal 
reproduction of a period store, but its scale relates to historical storefront. 

T
he right storefront lacks hum

an scale.



L
im

iting the bu
lk and

 height of new
 constru

c-
tion is essential to p

rotect the hu
m

an scale of
A

nnap
olis streetscap

es. W
hen view

ed
 from

 the
street, the facad

e of a stru
ctu

re is its p
rim

ary visu
al

p
resence. T

he facad
e’s w

id
th and

 its sid
ew

alk-to-
cornice height are the p

red
om

inant d
im

ensions
seen from

 the street and
 give the bu

ild
ing scale

and
 p

rop
ortion. If the facad

e is not a single p
lane,

the d
im

ensions of each p
lane facing the street u

su
-

ally establish the facad
e’s scale. A

skillfu
l historic

exam
p

le of a large bu
ild

ing “broken d
ow

n” to a
hu

m
an scale by m

eans of changes in p
lanes is the

A
nne A

ru
nd

el C
ou

nty C
ou

rthou
se located

 on
C

hu
rch C

ircle. B
u

ilt in 1824 and
 exp

and
ed

 in 1892,
it w

as enlarged
 su

bstantially in 1999 d
u

ring a care-
fu

l d
esign review

 p
rocess involving  the H

P
C

.

B
. 4  - R

elation
sh

ip
 of Facad

e P
arts to th

e W
h

ole
A

ll p
arts of a new

 bu
ild

ing facad
e shou

ld
 be visu

-
ally integrated

 as a com
p

osition w
hich shou

ld
relate to ad

jacent bu
ild

ings. 
T

he size and
 p

rop
ortions of facad

e elem
ents

su
ch as d

oors, w
ind

ow
s, cornices, and

 w
ater tables

em
p

hasize the vertical and
 horizontal d

im
ensions

of a facad
e. E

xaggeration of these elem
ents and

 the
u

se of ribbon w
ind

ow
s, vertical stacks of w

ind
ow

s,
and

 contrasting color brick cou
rses create a d

esign
that is not com

p
atible and

 ou
t of p

rop
ortion w

ith
historic bu

ild
ings. T

he bu
ild

ing cornice is a classi-
cally d

erived
 d

esign featu
re, w

hich cap
s the facad

e
w

all and
 finishes off the roof form

. T
he scale and

ornam
entation of the cornice is p

rop
ortioned

 to the
d

im
ensions of the facad

e and
 style of architectu

re.
T

he facad
e of a new

 bu
ild

ing or ad
d

ition shou
ld

 be
cap

p
ed

 by a cornice relating to the scale and
 artic-

u
lation of the p

rop
osed

 facad
e and

 other bu
ild

ings
in the im

m
ed

iate neighborhood
. 

B
. 5 - S

cale an
d

 M
assin

g of L
arge B

u
ild

in
gs

L
arge new

 bu
ild

ings shou
ld

 be d
esigned

 as a series
of m

asses or bu
ild

ing elem
ents com

p
atible w

ith
the im

m
ed

iate neighborhood
. 

“B
uild

ing elem
ents,” as referenced

 in H
eight

and
 B

ulk L
im

its, C
hapter 21.56, A

rt.11 of the C
ity

C
od

e, are the trad
itional size “build

ing blocks” or
m

asses m
ost prevalent in the neighborhood

 of the
proposed

 new
 build

ing. T
he m

assing or volum
etric

shape of a build
ing greatly affects the scale of a

build
ing and

 und
erlies all other architectural

features. 
T

he typ
ical A

nnap
olis bu

ild
ing is a sim

p
le vol-

u
m

e, u
su

ally tw
o stories in height, top

p
ed

 w
ith a

slop
ed

 roof. L
arge trad

itional bu
ild

ings consist of
assem

blies of bu
ild

ing blocks. T
his m

ethod
 of

assem
bling bu

ild
ing blocks is d

escribed
 as ad

d
i-

tive m
assing. It w

as trad
itionally em

p
loyed

 in
enlarging and

 ad
d

ing to existing bu
ild

ings, as w
ell

as in p
lanning new

 stru
ctu

res. A
sense of ord

er is
alw

ays m
aintained

 by keep
ing one m

ass visu
ally

d
om

inant. T
he five-p

art P
allad

ian p
lan, w

ith its
sym

m
etry of sm

aller p
arts flanking a large central

m
ass is the ep

itom
e of form

al ad
d

itive p
lanning in

A
nnap

olis. 

B
. 6 - S

ize an
d

 M
assin

g of A
d

d
ition

s 
A

d
d

itions shall be d
esigned

 to be su
bord

inate to
the m

ain p
art of the bu

ild
ing in term

s of m
assing,

height, scale and
 d

etail. A
d

d
ition

s w
h

ich
 com

p
ete

w
ith

 or ob
literate an

 origin
al stru

ctu
re w

ill not be
approved.

T
he historic bu

ild
ing shou

ld
 retain its original

m
assing and

 visu
al characteristics. A

d
d

itions that
com

p
ete in size w

ith original bu
ild

ings are
strongly d

iscou
raged

. If the ad
d

ition is large rela-
tive to the existing bu

ild
ing, it shou

ld
 be d

esigned
w

ith setbacks, offsets, hyp
hens, change of m

ateri-
als, or m

ed
iating architectu

ral d
etails relating to

the original stru
ctu

re. T
he ad

d
ition of p

rojecting
bays, oriel w

ind
ow

s, or other incom
p

atible ad
d

i-
tions shou

ld
 be avoid

ed
. 

B
. 7 - C

orn
ice H

eigh
ts 

T
he eave height or cornice elevation of new

 bu
ild

-
ings shou

ld
 relate to the cornice or eave height of

ad
jacent bu

ild
ings. 

W
here all bu

ild
ings in a row

 of three or m
ore

7

A
bove, a successful exam

ple of a large building broken dow
n into

tw
o “building elem

ents.” B
elow

, the large m
ass and size of the new

building is not com
patible w

ith its im
m

ediate neighborhood.

Sketches by V
ivian P

ena-A
riet H

opkins.

D
. 28 - U

se of C
on

tem
p

orary M
aterials 

U
se of contem

p
orary synthetic or fiberglass m

old
-

ings, trim
, and

 colu
m

ns is not accep
table. V

inyl
sid

ing and
 trim

, alu
m

inu
m

 sid
ing and

 trim
, and

cem
entitiou

s synthetic w
ood

 sid
ing obscu

re the
original character, and

 m
ay change d

im
ensions of

scale d
efining elem

ents of the bu
ild

ing. S
yn

th
etic

stu
cco p

rod
u

cts su
ch

 as th
e E

xterior In
su

lation
an

d
 Fin

ish
 S

ystem
s (E

IFS
)  are n

ot accep
tab

le. 
A

lu
m

inu
m

 engineered
 w

ood
 p

rod
u

cts and
vinyl or p

lastic sid
ing and

 trim
, along w

ith cem
en-

titiou
s synthetic w

ood
 p

rod
u

cts shall be avoid
ed

.
M

aterials that seek to rep
licate historic elem

ents
su

ch as contem
p

orary synthetic fiberglass m
old

-
ings, trim

, and
 colu

m
ns shou

ld
 be avoid

ed
, as w

ell
as the u

se of alu
m

inu
m

, engineered
 w

ood
, and

 or
vinyl or p

lastic sid
ing and

 trim
 along w

ith cem
en-

titiou
s synthetic w

ood
 p

rod
u

cts. 

D
. 28a

- H
istoric B

u
ild

in
gs

O
riginal m

aterials shall be p
reserved

 in p
lace

w
here feasible. D

eteriorated
 m

aterials shou
ld

 be
rep

aired
 rather than rep

laced
. T

he covering over of
original bu

ild
ing m

aterials is inap
p

rop
riate.

W
here d

am
aged

 beyond
 repair, m

aterial should
be replaced

 in accord
ance w

ith guid
eline D

.5.
R

eplacem
ent elem

ents should
 m

atch the original in
com

position, scale and
 finish. T

his is especially
im

portant around
 d

oor and
 w

ind
ow

 openings.

D
. 28b

- A
d

d
ition

s
M

aterials u
sed

 in bu
ild

ing ad
d

itions shou
ld

 be
com

p
atible w

ith m
aterials u

sed
 on the existing

bu
ild

ing, and
 shou

ld
 be ap

p
rop

riate to the style
and

 consistent w
ith the character of the original

bu
ild

ing. 
A

lu
m

inu
m

 engineered
 w

ood
 p

rod
u

cts and
/

or
vinyl or p

lastic sid
ing and

 trim
, along w

ith cem
en-

titiou
s synthetic w

ood
 p

rod
u

cts shall be avoid
ed

.

D
. 28c

- N
ew

 B
u

ild
in

gs
M

aterials u
sed

 in new
 bu

ild
ings shou

ld
 be com

-
p

atible w
ith m

aterials u
sed

 on bu
ild

ings in the
im

m
ed

iate neighborhood
. M

aterials u
sed

 on new
bu

ild
ings shou

ld
 be ap

p
rop

riate to the scale and
character of su

rrou
nd

ing stru
ctu

res. M
aterials that

seek to rep
licate historic elem

ents su
ch as contem

-
p

orary synthetic fiberglass m
old

ings, trim
, and

colu
m

ns shou
ld

 be avoid
ed

, as w
ell as the u

se of
alu

m
inu

m
, engineered

 w
ood

, and
 or vinyl or p

las-
tic sid

ing and
 trim

 along w
ith cem

entitiou
s syn-

thetic w
ood

 p
rod

u
cts. 

G
u

id
elin

es to Facilitate C
om

p
atib

le
L

igh
tin

g an
d

 E
xterior L

igh
tin

g
D

. 29 - U
tility M

eters an
d

 C
on

n
ection

s
A

ll ap
p

lications in w
hich service locations and

connections are being m
od

ified
 or installed

 shall
show

 the p
rop

osed
 service locations. U

tility m
eters

and
 connections m

ou
nted

 on visu
ally p

rom
inent

w
alls d

etract from
 the historic character of the

bu
ild

ing and
 the d

istrict. P
lacem

ent of u
tility

m
eters, service locations, w

ires, p
ip

ing, boxes, and
cond

u
its shou

ld
 be in u

nobtru
sive locations. P

lace-
m

ent of u
tility m

eters on the insid
e of stru

ctu
res is

encou
raged

 w
here p

ossible

D
. 30 - E

xterior L
igh

tin
g 

E
xterior lighting shou

ld
 not obscu

re or cau
se the

rem
oval of historic architectu

ral featu
res. E

xterior
lighting shou

ld
 not w

ash over the bu
ild

ing façad
e.

It is su
ggested

 that u
tilitarian lighting fixtu

res be
p

ainted
 the p

red
om

inant color of the bu
ild

ing. 
E

xterior lighting can be m
u

ch m
ore than m

ere
p

assive illu
m

ination. E
xterior lighting can be an

architectu
ral elem

ent in and
 of itself. In general,

the p
rim

ary concern is w
ith the intensity of the

light. A
certain am

ou
nt of exterior illu

m
ination is

requ
ired

 for sim
p

le safety reasons (20 cp
 at 6’ - 2 cp

at 20’ is ad
equ

ate). C
are m

u
st be taken that night-

tim
e lighting d

oes not p
rod

u
ce inap

p
rop

riate glare
or m

isd
irected

 light. L
ighting w

hich d
etracts from

the ap
p

earance of the d
istrict is d

iscou
raged

. E
xte-

rior lighting shou
ld

 be sim
p

le in character and
 in

scale w
ith the bu

ild
ing. U

p
-lighting is generally

inap
p

rop
riate in the historic d

istrict.

D
. 31 - H

istoric an
d

 R
ep

rod
u

ction
 L

igh
t Fixtu

res 
W

here historic light fixtu
res su

rvive, they shall be
p

reserved
 in p

lace u
nless d

ocu
m

entation is p
ro-

vid
ed

 of d
eterioration that ju

stifies the rep
lace-

m
ent of historic m

aterial. R
ep

rod
u

ction light fix-
tu

res shou
ld

 be historically accu
rate and

 com
p

ati-
ble w

ith the p
eriod

 of the historic bu
ild

ing to
w

hich they are attached
. T

he scale and
 finish

shou
ld

 not d
etract from

 the architectu
ral character

of the bu
ild

ing. 
A

lthough tw
entieth-century C

olonial R
evival

houses w
ere often built w

ith “period
” light fixtures

as part of their original d
esign schem

e, period
lighting is d

iscouraged
 for other existing build

ings
unless d

ocum
ented

 evid
ence for a particular type

of fixture survives. W
here period

 lighting is d
esired

by a build
ing ow

ner, the fixture selected
 should

 be
a d

ocum
ented

 period
 reprod

uction accurate to the
period

 of the build
ing and

 the scale of the build
ing

18



bu
ild

ings are at the sam
e height, the cornice height

of a new
 bu

ild
ing shou

ld
 horizontally align w

ith
the contigu

ou
s cornices of the other stru

ctu
re. 

B
. 8 - R

oof S
h

ap
es

R
oof shap

es on new
 bu

ild
ings or ad

d
itions shou

ld
visu

ally relate to the roof form
s and

 slop
es on

neighboring historic bu
ild

ings.
T

he p
red

om
inant roof form

 in the historic d
is-

trict is the gable roof. T
he m

ost com
m

on roof
form

s on ad
d

itions w
ere gable and

 shed
. O

n m
any

row
 hou

ses and
 com

m
ercial bu

ild
ings, a shallow

-
p

itched
 shed

 roof w
as com

p
letely concealed

behind
 a d

ecorative p
arap

et or a false m
ansard

roof. M
od

ern
, sim

p
lified

 form
s of th

e M
an

sard
roof sh

all n
ot b

e p
erm

itted
. 

T
he p

itch (slop
e) of a roof is related

 to the roof
typ

e. G
able roofs shou

ld
 not have less than a 7-in-

12 p
itch (7 inches of roof rise over a horizontal d

is-
tance of 12 inches). Steep

er roof p
itches shou

ld
 be

governed
 by the ind

ivid
u

al context.Shed
 roofs

w
ith sheet m

etal roofing m
ay have a low

 p
itch.

G
am

brel roof slop
es shou

ld
 be based

 on a historic
p

reced
ent. 

B
. 9 - R

econ
stru

ction
 of B

u
ild

in
g C

om
p

on
en

ts
R

ep
lacem

ent of m
issing bu

ild
ing elem

ents and
p

rop
osed

 reconstru
ction of bu

ild
ing com

p
onents

shall be based
 on su

rviving p
hysical evid

ence and
historic p

hotograp
hs. 

W
here traces or fragm

ents of rem
oved

 bu
ild

ing
elem

ents su
rvive, they shou

ld
 be record

ed
 and

p
reserved

 for u
se in reconstru

cting the m
issing ele-

m
ent. W

herever p
ossible, the reconstru

ction of
m

issing bu
ild

ing elem
ents shou

ld
 be based

 on
p

hysical rem
aining evid

ence of the original ele-
m

ent. W
here inad

equ
ate p

hysical traces su
rvive,

reconstru
cted

 elem
ents shou

ld
 be d

eterm
ined

 by
enlargem

ents of historic view
s. 

G
u

id
elin

es for S
ite D

esign
B

.10 - P
revailin

g S
etb

ack
s

T
he p

revailing setback line at the street shou
ld

 be
p

reserved
. T

he p
attern of setbacks su

rrou
nd

ing a
sp

ecific site m
ay be consid

ered
 as w

ell. 
A

ny new
 constru

ction shou
ld

 ad
d

ress the
street in a m

anner consistent w
ith neighboring

stru
ctu

res and
 the overall street form

 and
 charac-

ter. T
he facad

e of a p
lanned

 new
 bu

ild
ing shou

ld
resp

ect the alignm
ent of existing bu

ild
ing facad

es
relative to the sid

ew
alk ed

ge. O
n blocks w

here
bu

ild
ings are set back, a new

 bu
ild

ing shou
ld

 be

set back to the p
revailing setback line. 

T
he p

resence of front and
 sid

e yard
s varies

from
 street to street in A

nnap
olis. For any p

ro-
p

osed
 ad

d
ition or new

 bu
ild

ing, the im
m

ed
iate

neighborhood
 of the su

bject p
rop

erty w
ill be con-

sid
ered

 in establishing an ap
p

rop
riate setback for

the p
rop

osed
 constru

ction.

B
.11 - B

u
ild

in
g W

id
th

s an
d

 S
p

acin
g 

T
he p

revailing relationship
s of bu

ild
ing w

id
ths

and
 the sp

aces betw
een bu

ild
ings shou

ld
 be

resp
ected

 and
 p

reserved
. 

W
here bu

ild
ings are bu

ilt ou
t to the sid

e lot
lines, new

 bu
ild

ings shou
ld

 be bu
ilt ou

t to sid
e lot

lines to m
aintain the sense of a “w

all” along the
street. W

here bu
ild

ings are clearly sep
arated

 from
one another by sid

e yard
s, new

 bu
ild

ings and
ad

d
itions to existing bu

ild
ings shou

ld
 not

encroach into the sid
e yard

 sp
aces. W

here the sp
ac-

ing of bu
ild

ings and
 sid

e yard
s creates a rhythm

,
new

 bu
ild

ings and
 ad

d
itions to existing bu

ild
ings

shou
ld

 not alter that rhythm
. 

B
.12 - S

toop
s an

d
 P

orch
es

N
ew

 constru
ction shou

ld
 incorp

orate trad
itional

elem
ents w

hich give scale to the streetscap
e, su

ch
as p

orches or stoop
s, w

hen they are p
resent on

ad
jacent historic bu

ild
ings.

Stoop
s and

 p
orches m

ake tw
o im

p
ortant con-

tribu
tions to the streetscap

es of A
nnap

olis: 1) they
p

rovid
e a sense of hu

m
an scale for a tall m

asonry
w

all, and
 2) they create a rhythm

 along the street.
See also gu

id
eline D

.23.

B
.13 - N

ew
 G

arages an
d

 D
rivew

ays 
G

arages and
 su

rface p
arking areas shall be con-

cealed
 from

 the street by their location or by
screening w

ith architectu
ral or land

scap
e featu

res. 
G

arages, d
rivew

ays, and
 surface parking areas

are tw
entieth century introd

uctions to the historic
d

istrict. For new
 garage or d

rivew
ay construction to

be consid
ered

, plans m
ust be in scale w

ith the pro-
portions of the site and

 consistent w
ith the architec-

tural era of the existing structures. W
hen the H

PC
d

eterm
ines that a new

 garage is appropriate based
on the early 20th century character of the neighbor-
hood and house, the structure should

 be placed
 at

the rear of the lot, d
etached

 from
 the m

ain house.
T

he scale and
 d

etailing of the prim
ary façad

e of the
garage should

 be sim
ilar to the historic resid

ence,
and

 to other outbuild
ings in the d

istrict. 

8

ju
stifies the rep

lacem
ent of historic m

aterial is
p

rovid
ed

. 
For m

any vernacu
lar bu

ild
ings, the front p

orch
is the m

ost im
p

ortant visu
al and

 d
ecorative bu

ild
-

ing elem
ent in front of a sim

p
le bu

ild
ing block. For

several streetscap
es in A

nnap
olis, front p

orches are
the p

rim
ary architectu

ral featu
re of the street, artic-

u
lating a continu

ou
s bu

ild
ing row

 into ind
ivid

u
al

d
w

elling u
nits. T

he hu
m

an scale of a p
orch also

red
u

ces the ap
p

arent size of a bu
ild

ing.
It is im

p
ortant that su

rviving p
orches retain

their original form
 and

 m
aterials. P

orches on the
front or p

rim
ary façad

e shall not be enclosed
.

D
eteriorated

 p
orches and

 stoop
s shou

ld
 be

rep
aired

 in kind
. W

rou
ght iron rep

lacem
ents of

w
ood

 p
osts and

 railings are inap
p

rop
riate in

A
nnap

olis, as are concrete or brick rep
lacem

ents of
step

s and
 p

latform
s. T

he stoop
s of eighteenth and

early nineteenth centu
ry hou

ses w
ere u

su
ally con-

stru
cted

 of w
ood

 w
ith w

ood
 step

s, w
hile free-

stand
ing stairs w

ere m
ore often stone. R

ep
lace-

m
ent p

orches, stoop
s, and

 stairs shou
ld

 be based
on p

hysical evid
ence or historic p

hotograp
hs.

W
here original elem

ents or historic p
hotograp

hs
d

o not su
rvive, rep

lacem
ent p

orches and
 stoop

s
shou

ld
 be sim

p
le, w

ithou
t elaborate d

etailing.
O

p
en p

orches located
 on a second

ary or rear
façad

e m
ay be enclosed

 if the d
esign is ap

p
rop

riate
and

 visu
ally relates to the bu

ild
ing. E

nclosu
re of

second
 and

 third
 floor p

orches is d
iscou

raged
.

D
ecks located

 over historic p
orches are not

p
erm

itted
. 

D
. 24 - P

orch
es on

 A
d

d
ition

s an
d

 N
ew

 B
u

ild
in

gs
O

n blocks w
here p

orches or stoop
s occu

r on m
ost

bu
ild

ings, new
 bu

ild
ing d

esigns m
ay incorp

orate
p

orches or stoop
s that are sim

ilar in scale to exist-
ing d

esigns. 
Proposed

 ad
d

itions w
hich includ

e porches
should

 be sim
ple in d

esign and
 related

 visually to
the existing build

ing and
 proposed

 ad
d

ition. W
here

a porch is includ
ed

 in a proposed
 new

build
ing d

esign, it should
 relate visually

to the proposed
 build

ing in the sam
e w

ay
as historic ad

d
itions relate to existing

build
ings w

ithin the im
m

ed
iate neighbor-

hood
. T

hese ad
d

itions are typically subor-
d

inate in scale and
 m

aterial; such as a
w

ood
 ad

d
ition on a brick  house.

D
. 25 - C

h
im

n
eys 

H
istoric chim

neys shall be p
reserved

u
nless d

ocu
m

entation of d
eterioration is

p
rovid

ed
 that ju

stifies rep
lacem

ent. If

necessary they m
ay be rebu

ilt as rep
licas. C

him
ney

p
lacem

ent and
 d

esign are im
p

ortant architectu
ral

featu
res of historic bu

ild
ings, w

arranting carefu
l

d
ocu

m
entation and

 p
reservation.

R
eplacem

ent chim
neys in existing build

ings
should

 be accurate reprod
uctions of original

chim
neys, based

 on physical evid
ence and

 historical
photographs. W

here interior chim
neys are rem

oved
as part of a proposed

 alteration, chim
neys d

eem
ed

to be significant by the C
om

m
ission should

 be
reconstructed

 at the exterior in ord
er to preserve the

exterior historic appearance of the build
ing. 

D
. 26 - O

rn
am

en
tal Iron

 W
ork

 
E

xisting ornam
ental ironw

ork, historically u
sed

 as
railings, grilles and

 fences, shall be p
reserved

u
nless d

ocu
m

entation of d
eterioration is p

rovid
ed

that ju
stifies the rep

lacem
ent of historic m

aterial.
N

ew
 m

etal grilles and
 railings shou

ld
 be sim

p
le in

d
esign excep

t w
here rep

licating an existing p
attern

on an existing bu
ild

ing. C
om

m
ercially available

d
ecorative cast iron p

atterns shou
ld

 be avoid
ed

 on
both existing and

 new
 bu

ild
ings. 

W
here historic ironw

ork su
rvives, it shou

ld
 be

carefu
lly p

reserved
. D

ecorative p
eriod

 ironw
ork is

not recom
m

end
ed

 for ad
d

itions and
 new

 constru
c-

tion. Sim
p

le p
ainted

 steel grilles, how
ever, m

ay be
an ap

p
rop

riate p
art of an overall d

esign. 

D
. 27 - S

treet A
d

d
ress N

u
m

b
ers  

Street ad
d

ress nu
m

bers are requ
ired

 on all bu
ild

-
ings by the fire d

ep
artm

ent and
 the U

nited
 States

P
ostal Service. Sim

p
le typ

e styles are p
referred

.
C

u
rsive styles and

 scrip
ted

 nu
m

bers shou
ld

 be
avoid

ed
. N

u
m

bers shou
ld

 be in scale w
ith and

 of
m

aterials com
p

atible w
ith other d

esign elem
ents

on the facad
e. For existing m

asonry, the m
ethod

 of
m

ou
nting street nu

m
bers shou

ld
 not d

am
age his-

toric m
asonry. A

nchor bolts shou
ld

 be set in the
m

ortar joints, not bricks. 
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C
C

.1
- L

an
d

scap
e D

esign
 an

d
 M

aterials 
L

and
scap

e d
esigns and

 m
aterials shou

ld
 be ap

p
ro-

p
riate for both the streetscap

e and
 the bu

ild
ing to

w
hich they d

irectly relate. T
he C

om
m

ission shall
be stricter in its criteria for land

scap
ing fronting

the p
u

blic w
ay than for the areas typ

ically consid
-

ered
 p

rivate land
scap

e areas.
L

and
scape d

esign, m
aterials, and

 plant prefer-
ences have changed

 over tim
e. W

ithin the historic
d

istrict, land
scaping visible from

 a public w
ay

should
 be trad

itional in character, relating to both
the build

ing on the site and
 the streetscape in

general. 

C
. 2 - Top

ograp
h

ical Featu
res

H
istoric top

ograp
hic featu

res shou
ld

 be p
reserved

w
herever p

ossible.
To com

p
ly w

ith the Secretary of theInterior’s
Standards, the relationship

 of a stru
ctu

re to its site
shou

ld
 not be altered

 excep
t in instances of the

restoration of a historic land
scap

e. D
ocu

m
ented

featu
res m

ay be restored
. L

eveling or terracing a
lot that w

as trad
itionally characterized

 by a nat-
u

ral hillsid
e is not recom

m
end

ed
. A

ll grad
ing for

sites over 5,000 squ
are feet requ

ires a p
erm

it
from

 the D
ep

artm
ent of P

u
blic W

orks. 

C
. 3 - B

u
ild

in
g A

ccess for th
e M

ob
ility

Im
p

aired
B

u
ild

ing accessibility for ind
ivid

u
als w

ith d
is-

abilities shou
ld

 be achieved
 w

ithou
t com

p
rom

ise
to historic m

aterials or to character-d
efining ele-

m
ents of historic bu

ild
ings and

 sites. 
E

very effort shou
ld

 be m
ad

e to avoid
 ram

p
s

and
 hand

icap
 lifts on p

rim
ary facad

es of bu
ild

-
ings. M

ethod
s of achieving accessibility shou

ld
be integrated

 into the site p
lan. 

C
. 4 - Tree R

em
oval

M
atu

re trees and
 shru

bs shou
ld

 be p
reserved

w
henever p

ossible. 
Trees cannot be rem

oved
 w

ithou
t a p

erm
it

from
 the D

ep
artm

ent of N
eighborhood

 and
 E

nvi-
ronm

ental P
rogram

s and
 the H

P
C

. T
he historic

d
istrict is located

 w
ithin the state’s C

hesap
eake

B
ay C

ritical A
rea and

 any tree that is rem
oved

 has
to be rep

laced
 accord

ing to a form
u

la based
 on the

size and
 sp

ecies of the tree. R
ep

lacem
ent m

ay
occu

r either on site or off site.

C
. 5  - R

etain
in

g W
alls

R
etaining w

alls shall be bu
ilt w

ith trad
itional

m
asonry m

aterials and
 m

ethod
s. R

ailroad
 ties,

p
ressu

re treated
 lu

m
b

er, sim
u

lated
 ston

e an
d

w
ood

 are n
ot ap

p
rop

riate for u
se as retain

in
g

w
alls or as d

eck
in

g. 

C
. 6 - Fen

ces an
d

 O
th

er  L
an

d
scap

e Featu
res

Fence d
esigns and

 site w
alls for existing bu

ild
ings

shou
ld

 relate to the architectu
ral style of the bu

ild
-

ing. Fence d
esigns and

 site w
alls for new

 bu
ild

ings
shou

ld
 relate to both the new

 bu
ild

ing and
 to the

p
red

om
inant style of fencing of neighboring bu

ild
-

ings. A
rbors, p

agod
as and

 other land
scap

e featu
res

are su
bject to H

P
C

 review
 and

 m
u

st be consistent
w

ith the overall style of the bu
ild

ing. T
h

e follow
-

9

G
u

id
elin

es to Facilitate C
om

p
atib

le
L

an
d

scap
e an

d
 S

ite D
esign

P
icket fences and vertical

board fences are appropriate
for pre-1850 buildings.

D
. 19 - W

in
d

ow
s an

d
 D

oors in
 N

ew
 B

u
ild

in
gs

W
ind

ow
s and

 d
oors in new

 build
ings should

 relate
to the scale and

 proportion of openings on build
-

ings in the im
m

ed
iate neighborhood

 and
 to the

d
esign of the new

 build
ing. T

he allow
able percent-

age of glass perm
itted

 on a build
ing facad

e
d

epend
s upon the ind

ivid
ual build

ing, and
 cannot

be established
 by a fixed

 percentage of w
all area. It

m
ay also be constrained

 by life safety cod
e require-

m
ents, d

epend
ing on the sid

e yard
 setbacks. T

he
H

PC
 m

akes its d
ecision on a case by case basis. 

In p
rop

osed
 new

 bu
ild

ings, w
ind

ow
s shou

ld
relate to the p

rop
ortions of the facad

e, w
hich in

tu
rn shou

ld
 follow

 the scale and
 p

rop
ortions of

existing, neighboring bu
ild

ings. Sp
ecial attention

shou
ld

 be given to ensu
ring that any p

rop
osed

new
 w

ind
ow

s are in scale w
ith w

ind
ow

s in ad
ja-

cent historic bu
ild

ings, that the p
rop

ortions of the
w

ind
ow

s are visu
ally harm

oniou
s w

ith the overall
com

p
osition of the facad

e, and
 that installation

d
etails for p

rop
osed

 w
ind

ow
s follow

 historic
p

reced
ent. W

ind
ow

s shou
ld

 not be horizontal or
vertically linked

 together by stru
ctu

re, trim
, or

ornam
entation.

N
on-trad

itional w
ind

ow
 typ

es, su
ch as com

bi-
nation aw

ning or hop
p

er w
ind

ow
s, non-trad

ition-
ally shap

ed
 casem

ent or d
ou

ble-hu
ng sash w

in-
d

ow
s, and

 cu
rved

 or p
olygonal p

rojecting oriel
(bow

) w
ind

ow
s shou

ld
 be avoid

ed
.

D
. 20 - W

in
d

ow
 S

ash
es

For new
 and

 existing bu
ild

ings, all p
rop

osed
 sash

m
u

ntins (glazing bars) shou
ld

 be tru
e m

u
ntins, not

“snap
-in” grid

s ap
p

lied
 to a single sheet of glass.

R
em

ovab
le, in

tern
al or sn

ap
-in

 w
in

d
ow

 m
u

n
tin

s
are n

ot p
erm

itted
,and

 in no case w
ill any typ

e of
rem

ovable or internal d
ivid

er be ap
p

roved
.

In som
e cases, a sim

u
lated

 d
ivid

ed
 light w

in-
d

ow
 w

ith m
ore com

p
atible m

u
ntin p

rofiles m
ay be

consid
ered

 for non-historic w
ind

ow
 rep

lacem
ent

or new
 ad

d
itions. T

his d
oes not inclu

d
e insu

lated
glass w

ind
ow

s w
ith highly reflective alu

m
inu

m
 or

exaggerated
 m

u
ntin w

id
ths.

D
. 21 - E

xistin
g  E

xterior B
lin

d
s an

d
 S

h
u

tters
H

istoric shu
tters and

 blind
s shall be p

reserved
u

nless d
ocu

m
entation of d

eterioration that ju
stifies

the rep
lacem

ent of historic m
aterial is p

rovid
ed

.
Solid

 p
anel exterior shu

tters w
ere typ

ical on
p

re-1780 bu
ild

ings, fixed
 lou

ver blind
s on Fed

eral
p

eriod
 bu

ild
ings, and

 m
ovable lou

ver blind
s on

G
reek R

evival and
 later styles. A

fter W
orld

 W
ar I,

bu
ild

ings im
itative of earlier styles featu

red
 shu

t-
ters or blind

s.
W

here historic exterior shu
tters and

 blind
s su

r-
vive, they shou

ld
 be carefu

lly p
reserved

 and
rep

aired
. If no shu

tters or blind
s are p

resent bu
t

there is evid
ence that they once existed

 (as evi-
d

enced
 in either historic p

hotograp
hs or su

rviving
hard

w
are), they can be installed

 as p
art of any p

ro-
p

osed
 rehabilitation p

roject. If no evid
ence exists

for shu
tters or blind

s, they shou
ld

 not be ad
d

ed
 to

the bu
ild

ing. 
R

ep
lacem

ent shu
tters and

 blind
s shou

ld
 be

cu
stom

 sized
 to each op

ening so that the p
air

entirely closes the op
ening in the p

lane of the w
in-

d
ow

 fram
e. Shu

tters shall be hu
ng on existing

rep
aired

 hard
w

are (inclu
d

ing p
intles, hinges, shu

t-
ter d

ogs, and
 slid

ing bolts) or accu
rate rep

rod
u

c-
tion hard

w
are w

here original hard
w

are no longer
su

rvives. Shu
tters shall not be m

ou
nted

 on the ou
t-

sid
e casing of the w

ind
ow

 fram
e, and

 shall be fab-
ricated

 of p
ainted

 w
ood

 and
 n

ot of vin
yl, com

p
o-

sition
 m

aterials, or alu
m

in
u

m
. 

D
. 22 - S

h
u

tters an
d

 B
lin

d
s on

 A
d

d
ition

s an
d

N
ew

 B
u

ild
in

gs 
Shu

tters and
 blind

s are generally not ap
p

rop
riate

on ad
d

itions and
 new

 bu
ild

ings becau
se the m

ajor-
ity of historic A

nnap
olis bu

ild
ings d

id
 not featu

re
shu

tters or blind
s. In som

e contexts, based
 on the

overall d
esign of the exterior, it is p

ossible that
new

 shu
tters m

eeting the criteria above for
rep

lacem
ent shu

tters cou
ld

 be ap
p

rop
riate. 

G
u

id
elin

es for P
reservin

g an
d

 
P

rotectin
g O

th
er H

istoric 
B

u
ild

in
g Featu

res
D

. 23 - E
xistin

g P
orch

es an
d

 S
toop

s
H

istoric p
orches and

 stoop
s shou

ld
 be p

reserved
in p

lace u
nless d

ocu
m

entation of d
eterioration that

16 N
ew

 shutters should be sized exactly to each w
indow

 and hung
on traditional shutter hardw

are.



in
g fen

ce typ
es are n

ot com
p

atib
le w

ith
 h

istoric
d

istrict lan
d

scap
es an

d
 are n

ot p
erm

itted
: ch

ain
lin

k
, vin

yl, trek
, sh

ad
ow

 b
ox/b

oard
 on

 b
oard

, an
d

stock
ad

e. L
atticew

ork
 is an

 in
ap

p
rop

riate com
p

o-
n

en
t of fen

ce d
esign

. 
Fences are evalu

ated
 in three d

ifferent cate-
gories: front, sid

e and
 rear locations. Front fences

shou
ld

 be low
 and

 visu
ally transp

arent. Sid
e

fences shou
ld

 not extend
 beyond

 the front p
lane of

the stru
ctu

re and
 m

ay be higher than the front
fence bu

t not su
bstantially alter the historic sense

of op
en sp

aces betw
een stru

ctu
res. R

ear fences
shou

ld
 not extend

 forw
ard

 of the rear p
lane of the

stru
ctu

re and
 typ

ically shou
ld

 d
efine the p

rivate
areas of the land

scap
e.

Fences for p
re-1850 bu

ild
ings shou

ld
 be w

ood
p

icket or vertical board
 constru

ction. W
hile V

icto-
rian style resid

ences frequ
ently em

p
loyed

 elabo-
rate ornam

ental fence d
esigns, elaborate conjec-

tu
ral d

esigns are d
iscou

raged
 u

nless clear p
hoto-

grap
hic evid

ence su
rvives for the p

rop
osed

 d
esign

on the affected
 site.

C
. 7 - L

an
d

scap
e L

igh
tin

g
L

and
scap

e lighting shou
ld

 p
rovid

e a clear view
 of

any p
otential obstacles in the environm

ent, su
ch as

stairs and
 p

athw
ay intersections, and

 to ensu
re

p
ersonal safety. L

ighting m
ay be installed

 to d
eter

tresp
assers, to enhance secu

rity and
 to illu

m
inate

p
rop

erty ad
d

resses ad
equ

ately. 
U

p
-lighting, either on p

lantings or stru
ctu

res,
is not p

erm
itted

 excep
t for p

u
blic, sem

i-p
u

blic or
land

m
ark bu

ild
ings.

C
. 8 - L

an
d

scap
e P

lan
ters 

L
and

scap
e p

lanters shou
ld

 be m
ad

e of red
 clay or

tinted
 p

re-cast concrete and
 shou

ld
 relate in size,

scale and
 d

etail to their site. 
P

lastic, w
hite concrete and

 w
ood

en barrel
p

lanters are not ap
p

rop
riate. 

C
. 9 - L

an
d

scap
e P

lan
ts 

L
and

scap
e p

lants shou
ld

 be carefu
lly chosen to

relate in size and
 scale to the bu

ild
ing and

 sp
aces

arou
nd

 the p
lanting area on the site. L

and
scap

e
p

lants that are ap
p

rop
riate for the p

eriod
 of the

bu
ild

ing are encou
raged

. P
lants u

sed
 for a new

bu
ild

ing shou
ld

 be com
p

atible w
ith neighboring

historic bu
ild

ings and
 sites. U

se of p
lant m

aterial
to screen u

tility stru
ctu

re is encou
raged

. 
H

istorical land
scape architects and

 horticultural
specialists should

 be consulted
 for significant land

-
scapes. Planting styles and

 d
esigns should

 approxi-
m

ate the period
 of the build

ing. Parterres w
ould

 be
appropriate to 18th century build

ings, w
hile foun-

d
ation plantings w

ould
 be a 19th century style.

T
he u

ltim
ate size and

 m
assing of the p

lants
m

u
st be taken into accou

nt, as w
ell as p

ossible
ad

verse effects on historic bu
ild

ing m
aterials. T

he
u

se of native sp
ecies is encou

raged
 to red

u
ce fer-

tilizer and
 p

esticid
e u

se and
 im

p
rove com

p
atibil-

ity w
ith local clim

ate cond
itions. L

ists of native
p

lants and
 historically ap

p
rop

riate p
lant m

aterials
are available from

 D
ep

artm
ent of P

lanning and
Z

oning  staff. 

C
.10 - C

u
rb

 C
u

ts an
d

 O
ff S

treet P
ark

in
g

C
u

rb cu
ts and

 off street p
arking areas are d

iscou
r-

aged
. W

here ap
p

rop
riate, they shall be carefu

lly
p

lanned
 to p

rotect the historical character of the
p

rop
erty and

 ad
jacent p

rop
erties. P

aving m
aterials

shou
ld

 be historic, p
referably brick. 

In ad
d

ition to the visu
al ap

p
rop

riateness of a
p

rop
osed

 cu
rb cu

t or p
arking area, the C

om
m

is-
sion w

ill also consid
er su

ch p
hysical factors as

w
hether the cu

t w
ill requ

ire altering the top
ogra-

p
hy of the site and

 how
 the p

rop
osed

 d
rive w

ill
affect existing vegetation. 

A
sp

halt and
 gray P

ortland
 cem

ent concrete
p

aving are d
iscou

raged
, as are gray gravel and

w
hite stone. P

referred
 m

aterials inclu
d

e cru
shed

oyster shell, brick, and
 brick tire tracks. 

C
.11 - S

id
ew

alk
 P

avin
g M

aterials
Sid

ew
alk p

aving shou
ld

 be brick, or m
atch the

p
aving m

aterial on contigu
ou

s p
rop

erty. B
rick

shou
ld

 be laid
 in one of five trad

itional p
atterns.

P
aving m

aterials for gard
en w

alks shou
ld

 be tra-
d

itional. B
rick and

 cru
shed

 oyster shells are
ap

p
rop

riate. 

C
.12  - S

treet Fu
rn

itu
re 

Street fu
rnitu

re su
ch as benches, bu

s shelters, trash
recep

tacles, bollard
s, new

s racks, bicycle racks and
tables shou

ld
 be sim

p
le in character, constru

cted
 of

w
ood

 and
 p

ainted
 m

etal. T
hey shou

ld
 be com

p
ati-

ble w
ith the style and

 scale of ad
jacent bu

ild
ings

and
 ou

td
oor sp

aces. In the ap
p

roval p
rocess,con-

sid
eration w

ill be given to nu
m

ber and
 p

lacem
ent

as w
ell as resu

ltant clu
tter. C

onsid
eration m

ay also
be given to the interp

lay betw
een the rhythm

 cre-
ated

 by the street fu
rnitu

re and
 the architectu

ral

10

B
rick paving patterns w

hich are pre-approved by the H
istoric 

P
reservation C

om
m

ission. Left to right:B
asket W

eave, 
D

iagonal Flat, C
ross Flat, R

unning Flat, H
erring B

one

G
u

id
elin

es for P
reservin

g an
d

 
P

rotectin
g W

in
d

ow
s an

d
 D

oors
D

. 16 - H
istoric an

d
 R

ep
lacem

en
t 

W
in

d
ow

s an
d

 D
oors 

H
istoric w

ind
ow

s and
 d

oors shall be p
reserved

 in
p

lace u
nless d

ocu
m

entation that ju
stifies rep

lace-
m

ent of the historic m
aterial is p

rovid
ed

. H
istoric

w
ind

ow
s shall be rep

aired
 by m

eans of consolid
a-

tion, D
u

tchm
an  rep

airs and
 other restoration tech-

niqu
es. W

hen d
eterioration is too severe for the

w
ind

ow
 or d

oor to be p
racticably restored

, new
rep

licate w
ind

ow
s or d

oors shall be fabricated
. T

he
new

 u
nits shall d

u
p

licate the historic sashes, glass,
lintels, sills, fram

es and
 su

rrou
nd

s in d
esign,

d
im

ensions, and
 m

aterials. E
xisting inap

p
rop

riate
rep

lacem
ents for p

reviou
sly-rem

oved
 featu

res m
ay

be rep
laced

 w
ith historically ap

p
rop

riate rep
licas.

V
inyl and

 m
etal clad

 rep
lacem

ent w
ind

ow
s are not

p
erm

itted
. Slid

ing glass d
oors w

ith large u
ninter-

ru
p

ted
 sheets of glass are not ap

p
rop

riate. 
A

nnapolis enjoys a w
id

e range of historic w
in-

d
ow

 types, ranging from
 the plank fram

e w
ind

ow
s

of the Sand
s H

ouse to the m
onum

ental w
ind

ow
s of

the C
apitol to the V

ictorian storefronts along M
ain

Street. Som
e late nineteenth century houses in

A
nnapolis have w

ind
ow

s w
ith sashes fabricated

 in
a one- over-one or tw

o-over-tw
o pattern at the front

elevation and
 six-over-six sashes in the sid

e and
rear elevations. W

here such a d
ifferentiation exists,

it should
 be preserved

. L
ikew

ise, one-over-one or
tw

o-over-tw
o pattern sashes should

 not be replaced
w

ith six-over-six sashes sim
ply because the sm

all
pane w

ind
ow

s exist elsew
here on the build

ing. 
O

ccasionally in late nineteenth and
 early tw

en-
tieth revival styles, w

ind
ow

s featu
red

 m
u

lti-p
ane

u
p

p
er sashes and

 single p
ane low

er sashes. Su
ch a

d
eliberate d

esign d
ecision, u

su
ally reflecting a first

qu
arter of the tw

entieth centu
ry constru

ction d
ate,

shall be retained
. O

nly clear p
aned

, non-tinted
glass shall be u

sed
 (excep

t to rep
lace original stain

glass). M
irrored

 and
 tinted

 heat reflective glasses
are not ap

p
rop

riate.
E

xterior storm
 w

ind
ow

s w
ill not be ap

p
roved

for w
ind

ow
s w

ith arches, lead
ed

 glass, faceted
fram

es or bent glass. E
xterior com

bination storm
w

ind
ow

s that ad
d

ress heat retention issu
es m

ay be
accep

table p
rovid

ed
 the installation has m

inim
al

visu
al im

p
act on the original fenestration. Storm

w
ind

ow
s shall have narrow

 p
erim

eter fram
ing

w
hich d

oes not obscu
re the glazing of the p

rim
ary

w
ind

ow
. T

he m
eeting rail of the p

rim
ary w

ind
ow

m
u

st align w
ith that of the storm

 sash. T
he p

ainted
finish on the storm

 w
ind

ow
 fram

e m
u

st m
atch the

color of the w
ind

ow
 trim

. Interior storm
 w

ind
ow

s
are an ap

p
rop

riate alternative to exterior com
bina-

tion storm
 w

ind
ow

s. R
ep

lacem
ent of m

issing
d

oors and
 w

ind
ow

s shall be su
bstantiated

 by
p

hysical, d
ocu

m
entary, or p

ictorial evid
ence. 

D
. 17 - N

ew
 O

p
en

in
gs in

 E
xistin

g B
u

ild
in

gs 
N

ew
 w

ind
ow

 and
 d

oor op
enings in existing exte-

rior w
alls are d

iscou
raged

.
T

he p
lacem

ent and
 size of w

ind
ow

 and
 d

oor
op

enings in a historic bu
ild

ing are d
eterm

inants in
the scale, rhythm

 and
 form

ality of a bu
ild

ing. N
ew

op
enings in a w

all alter those qu
alities, w

hich
established

 the bu
ild

ing’s character. W
here recent

changes have altered
 original fenestration op

en-
ings, restoration of the original w

ind
ow

 p
lacem

ent
is encou

raged
. 

D
. 18 - W

in
d

ow
s an

d
 D

oors in
 A

d
d

ition
s 

W
ind

ow
s and

 d
oors in an ad

d
ition to a historic

bu
ild

ing shou
ld

 relate to the scale and
 p

rop
ortion

of original op
enings in the existing bu

ild
ing. 

W
hile existing w

ind
ow

s d
o not requ

ire d
u

p
li-

cation in a p
rop

osed
 ad

d
ition, new

 w
ind

ow
s

shou
ld

 be in scale w
ith both the ad

d
ition and

 the
existing w

ind
ow

s. P
rop

osed
 sash p

atterns shou
ld

rep
eat or be sym

p
athetic to the sash p

attern of the
existing bu

ild
ing. S

lid
in

g glass d
oors w

ith
 large

u
n

in
terru

p
ted

 sh
eets of glass are n

ot ap
p

rop
riate. 15

A
natom

y of double-hung sash w
indow

. N
ew

 divided light w
indow

s
should em

ploy integral m
untins, not applied m

untin grids.

H
ead

M
u

n
tinS

tile

S
top

s

Jam
b

C
asin

g

R
ail

B
rick

m
old

S
ash

G
lazin

g

S
ill



D
rhythm

 of the nearby streetscap
e.

D
. 1 - S

ecretary of th
e In

terior’s S
tan

d
ard

s for
R

eh
ab

ilitation
E

xcep
t w

here m
ore stringent requ

irem
ents are

stated
 in these gu

id
elines, all w

ork d
one on his-

toric bu
ild

ings shou
ld

 com
p

ly w
ith the Secretary of

the Interior’s Standards for R
ehabilitation.

D
. 2 - D

em
olition

D
em

olition p
otentially alters the essential charac-

ter and
 integrity of the historic d

istrict and
 shall be

review
ed

 strictly. T
he d

em
olition of contribu

ting
resou

rces (inclu
d

ing bu
t not lim

ited
 to bu

ild
ings,

ou
tbu

ild
ings, ind

ivid
u

al featu
res and

 land
scap

es)
d

oes not m
eet the Secretary of the Interior’s Stan-

dards
and

 shou
ld

 not be ap
p

roved
. W

h
en

 h
az-

ard
ou

s p
u

b
lic safety con

d
ition

s are d
eterm

in
ed

 to
resu

lt from
 n

eglect on
 th

e p
art of th

e p
rop

erty
ow

n
er,  th

e p
rop

erty is su
b

ject in
stead

 to th
e p

ro-
vision

s of S
ection

 21.56.090 - M
ain

ten
an

ce,
R

ep
air an

d
 D

em
olition

 b
y N

eglect in
 th

e H
istoric

D
istrict.

A
d

em
olition m

ay be ap
p

roved
 by the C

om
-

m
ission if one of the follow

ing tw
o cond

itions
exists:

1. T
he D

ep
artm

ent of P
u

blic W
orks ord

ers
d

em
olition becau

se of an existing d
angerou

s
cond

ition that constitu
tes an em

ergency haz-
ard

 to p
u

blic safety. 
2. T

he requ
ested

 d
em

olition w
ill rem

ove an
inap

p
rop

riate ad
d

ition or incom
p

atible
bu

ild
ing, and

 su
ch rem

oval is d
eterm

ined
 to

have no ad
verse im

p
act on the streetscap

e
and

/
or overall integrity of the d

istrict.

In its d
eliberations the C

om
m

ission m
ay consid

er
the follow

ing:  

1. T
he significance of  the resou

rce affected
a. contribu

ting versu
s non-contribu

ting
b. p

rim
ary versu

s second
ary com

p
onent

(garage, shed
 etc.)

c. age of resou
rce 

d
. w

ithin or ou
tsid

e the p
eriod

 of signifi-
cance

of the d
istrict;

2. W
hether the resou

rce is the only or one of
the last rem

aining exam
p

les of its kind
w

ithin the d
istrict;

3. W
hether the resou

rce is a good
 exam

p
le of

d
esign, m

aterials or w
orkm

anship
;

4. E
vid

ence that rehabilitation/
restoration is

neither technically nor econom
ically feasible

d
u

e to the d
esign, m

aterials, location or other
factors;

5. Im
m

inent collap
se of stru

ctu
re and

 ability to
stabilize;

6. Feasibility of alternatives to d
em

olition.

In accord
ance w

ith C
ity C

od
e Section 21.56.090, no

d
em

olitions excep
t those u

nd
ertaken for p

u
blic

safety shall be ap
p

roved
 u

ntil p
lans for a rep

lace-
m

ent stru
ctu

re has been su
bm

itted
 to and

ap
p

roved
 by the H

P
C

. 
A

rcheological research shall be cond
u

cted
 p

rior
to d

em
olition.

D
. 3 - P

reservation
 of S

ign
ifican

t O
rigin

al Featu
res

D
istingu

ishing original and
 historic featu

res of his-
toric bu

ild
ings and

 their sites shall be p
reserved

. 
T

hese featu
res inclu

d
e d

istinctive stylistic fea-
tu

res, exam
p

les of skilled
 craftsm

anship
, and

 fea-
tu

res su
ch as original sid

ing, roofing m
aterial, w

in-
d

ow
s, and

 d
oors.

T
he restoration of historic bu

ild
ing m

aterials
shou

ld
 be com

p
leted

 by craftsm
en w

ith sp
ecialized

skills in bu
ild

ing restoration. 

D
. 4

- P
reservation

 of H
istoric A

lteration
s

Significant changes to historic bu
ild

ings and
 sites

w
hich have taken p

lace over tim
e are evid

ence of
the history of the bu

ild
ing. C

h
an

ges w
h

ich
 h

ave
ach

ieved
 sign

ifican
ce sh

all b
e p

reserved
.

M
ost bu

ild
ings have evolved

 over tim
e as tech-

nology and
 u

ses changed
. A

s a resu
lt, few

 bu
ild

-
ings are in their original form

. A
lthou

gh certain
alterations m

ay be inap
p

rop
riate or non-contribu

t-
ing, m

ost changes are im
p

ortant becau
se they

reflect the changing need
s of bu

ild
ing occu

p
ants

over tim
e. H

ow
ever, rem

oval of intru
sive, insignif-

icant alterations w
ill be consid

ered
 on a case by

case basis. 

11

G
u

id
elin

es to P
reserve an

d
 P

rotect
H

istoric S
tru

ctu
res an

d
 T

h
eir C

om
p

on
en

ts

Skylights and
 d

orm
ers cannot be com

bined
su

ccessfu
lly on a roof p

lane. Skylights shou
ld

 be
sized

 and
 installed

 to fit betw
een existing roof

rafters to avoid
 d

am
aging original rafters and

w
eakening the original fram

ing. 

G
u

id
elin

es for P
reservin

g an
d

 
P

rotectin
g H

istoric W
all S

ystem
s

D
. 13 - H

istoric M
ason

ry
H

istoric brick and
 stone m

asonry shall be
p

reserved
, u

nless d
ocu

m
entation of d

eterioration
that ju

stifies rep
lacem

ent of historic m
aterial is

p
rovid

ed
.

B
rick is the p

revailing m
asonry m

aterial in the
historic d

istrict. L
aid

 in E
nglish bond

, Flem
ish

bond
, com

m
on bond

, and
 head

er bond
, A

nnap
olis

m
asons d

em
onstrated

 great skill and
 im

agination
in their brickw

ork. 
H

istoric m
asonry requ

ires sp
ecialized

 treat-
m

ent to be p
reserved

. R
ep

ointing is not consid
ered

rou
tine m

aintenance and
 is therefore su

bject to
H

P
C

 review
 and

 ap
p

roval. A
lthou

gh brick u
nits

them
selves have a long life, m

ortar joints d
eterio-

rate over tim
e and

 requ
ire p

eriod
ic renew

al. W
here

rep
ointing is requ

ired
, care shou

ld
 be taken to

ensu
re that the m

ortar m
ix selected

 m
atches the

p
rop

erties of the original m
ortar, that the brick is

not d
am

aged
 in the p

rocess of rem
oving d

eterio-
rated

 p
ointing, and

 that the new
 m

ortar m
atches

the color, textu
re, and

 tooling of the original m
or-

tar. M
ortar m

atch ap
p

rovals by the H
istoric P

reser-
vation C

om
m

ission w
ill be m

ad
e only on the basis

of test p
anels ap

p
lied

 to actu
al brickw

ork. 
E

xterior p
aint on existing bu

ild
ings shou

ld
 be

sp
ot tested

 to d
eterm

ine the ap
p

roxim
ate d

ate that
the brickw

ork w
as p

ainted
 and

 the cond
ition of the

original brick below
. If a m

asonry bu
ild

ing has
been p

ainted
 in the p

ast, re-p
ainting m

ay be p
er-

m
itted

. O
nly u

nd
er certain circu

m
stances m

ay
exp

osed
 brick be p

ainted
 for the first tim

e.
P

rior to u
nd

ertaking p
aint strip

p
ing op

era-
tions, the C

om
m

ission m
u

st review
 and

 ap
p

rove a
p

aint strip
p

ing test p
anel to assu

re that no d
am

age
is cau

sed
 to the brick d

u
ring the cleaning p

rocess.
A

p
p

lication of w
ater-rep

ellent coatings or other
sealants is not p

erm
itted

.

D
. 14 - N

ew
 M

ason
ry

T
he brickw

ork of bu
ild

ing ad
d

itions shou
ld

 be
com

p
atible w

ith the brickw
ork of the existing

bu
ild

ing. T
he brickw

ork of new
 bu

ild
ings shou

ld
be com

p
atible w

ith the typ
e and

 color of brick-
w

ork that is p
revalent in the im

m
ed

iate neighbor-
hood

. 
M

any brick bu
ild

ings in A
nnap

olis are con-
stru

cted
 of hand

m
ad

e sand
 m

old
ed

 bricks, w
hich

w
ere a shad

e of red
. T

he color, size, and
 textu

re of
new

 bricks shou
ld

 be com
p

atible w
ith the brick

colors fou
nd

 on historic bu
ild

ings in the d
istrict.

M
od

ern extru
d

ed
 bricks, w

hich lack the textu
re

and
 variation of sand

 m
old

ed
 bricks, are generally

not ap
p

rop
riate.

D
. 15 - W

all S
id

in
g an

d
 Trim

 
H

istoric sid
ing m

aterials shall be p
reserved

 u
nless

d
ocu

m
entation of d

eterioration that ju
stifies the

rep
lacem

ent of historic m
aterial is p

rovid
ed

. N
ew

rep
lacem

ent sid
ing m

aterials shou
ld

 be ap
p

rop
ri-

ate to the style of the bu
ild

ing and
 consistent w

ith
existing bu

ild
ings in the im

m
ed

iate neighborhood
. 

T
he choice of sid

ing for m
any A

nnap
olis bu

ild
-

ings w
as a d

eliberate d
esign d

ecision, based
 on a

com
bination of architectu

ral fashion, availability,
and

 cost. T
he visu

al character created
 by the tex-

tu
re and

 p
attern of light and

 shad
ow

 shall not be
altered

 by the rep
lacem

ent of any historic sid
ing

w
ith d

ifferent sid
ing p

rofiles or non-historic sid
ing

m
aterials. T

he rep
air of existing historic sid

ing is
p

referred
 to rep

lacem
ent. W

here the H
P

C
 d

eter-
m

ines that rep
air of existing sid

ing is no longer
feasible, rep

lacem
ent sid

ing shou
ld

 rep
licate the

existing m
aterial.

T
he sid

ing u
sed

 on ad
d

itions shou
ld

 com
p

le-
m

ent the sid
ing of the existing bu

ild
ing. Sid

ing
m

aterials on new
 bu

ild
ings shou

ld
 be com

p
atible

w
ith trad

itional sid
ing fou

nd
 w

ithin the im
m

ed
iate

neighborhood
 of the new

 bu
ild

ing. 
S

yn
th

etic su
b

stitu
tes for w

ood
 sid

in
g an

d
trim

 are n
ot ap

p
rop

riate in
 th

e h
istoric d

istrict.

14

D
etails of m

ortar
joints in brick
m

asonry: 1) flush
joint, 2) C

oncave, 3)
Slightly recessed -
struck flat, 4) R

uled
(Scribed).



D
. 5 - R

ep
air an

d
 R

estoration
 P

referab
le to

R
ep

lacem
en

t 
D

eteriorated
 historic architectu

ral featu
res shall be

rep
aired

 u
nless d

ocu
m

entation of d
eterioration

that ju
stifies the rep

lacem
ent of historic m

aterial is
p

rovid
ed

. A
lterations to original architectu

ral fea-
tu

res shou
ld

 be avoid
ed

 d
u

ring the rep
air p

rocess. 
P

atching, p
iecing-in, sp

licing, consolid
ating, or

otherw
ise reinforcing or u

p
grad

ing historic m
ateri-

als accord
ing to recognized

 p
reservation m

ethod
s

is p
referable to rep

lacem
ent. 

D
. 6 - M

issin
g an

d
 D

eteriorated
 C

om
p

on
en

ts 
M

issing p
ieces and

 com
p

onents of historic bu
ild

-
ing featu

res w
hich cannot be rep

aired
 shou

ld
 be

rep
laced

 w
ith exact cop

ies. 
B

roken, m
issing or d

eteriorated
 portions of

architectural features should
 be replaced

 w
ith new

m
aterials that exactly replicate the original d

esign
of the feature. M

issing features should
 be replaced

w
ith accurate replications w

hich are substantiated
by physical or pictorial evid

ence rather than by
conjectural d

esigns or d
esigns from

 other build
-

ings. W
here architectural elem

ents, such as d
oors,

are m
issing, the replacem

ent d
oor should

 be appro-
priate to the style of architecture of the build

ing. 

D
. 7 - C

lean
in

g of H
istoric B

u
ild

in
gs 

E
xterior cleaning of historic bu

ild
ings shall be

d
one in the gentlest w

ay p
ossible. 

D
estru

ctive techniqu
es su

ch as sand
blasting

and
 the u

se of sealants are not p
erm

itted
.

W
ood

 sid
ing shou

ld
 be cleaned

 u
sing w

ater
and

 hou
sehold

 d
etergent cleaner, scru

bbing the
w

ood
 w

ork w
ith sp

onges or natu
ral fiber bru

shes,
follow

ed
 by a w

ater rinse at gard
en hose p

ressu
re.

B
rick m

asonry shou
ld

 be cleaned
 u

sing a d
eter-

gent cleaner and
 w

ater, or if requ
ired

, u
sing a p

ro-
p

rietary m
asonry cleaner d

ilu
ted

 in w
ater, scru

b-
bing w

ith natu
ral fiber bru

shes, follow
ed

 by a low
p

ressu
re w

ater rinse. C
leaning m

ethod
s that w

ill
d

am
age historic bu

ild
ing m

aterials shall not be
u

nd
ertaken. 

D
. 8 - E

xterior C
olors

T
he H

P
C

 d
oes not review

 exterior p
aint colors

excep
t in cases w

hen it form
s an integral p

art of
the m

aterial p
rop

osed
. It is recom

m
end

ed
 that

exterior colors u
sed

 on historic bu
ild

ings shou
ld

 be
based

 u
p

on d
ocu

m
entation

throu
gh research or

p
aint analysis. If p

aint analysis is not feasible at the
tim

e of rep
ainting, areas w

here p
aint layers are vis-

ible shou
ld

 be retained
 for fu

tu
re p

aint analysis.
G

u
id

ance on ap
p

rop
riate historic p

aint colors can
be p

rovid
ed

 by H
P

C
 staff and

 H
istoric A

nnap
olis

Fou
nd

ation.   
E

xterior colors shou
ld

 be ap
p

rop
riate to the

architectu
ral style and

 p
eriod

 of the bu
ild

ing. For
new

 bu
ild

ings and
 ad

d
itions, selected

 colors
shou

ld
 relate to the bu

ild
ing d

esign and
 m

aterials
u

sed
, and

 shou
ld

 be com
p

atible w
ith other colors

u
sed

 along the block. E
xterior color schem

es for
bu

ild
ings shou

ld
 be su

bord
inate to the com

p
osi-

tion of bu
ild

ing elem
ents. 

If rep
ainting of an historic bu

ild
ing is p

lanned
,

the rem
oval of all p

aint layers to bare w
ood

 is not
recom

m
end

ed
. Sim

p
le scrap

ing in p
rep

aration for
new

 coats of p
aint in m

ost cases is su
fficient. 

G
u

id
elin

es for P
reservin

g 
an

d
 P

rotectin
g H

istoric R
oof S

ystem
s

D
. 9 - P

rotection
 of O

verall C
h

aracter
H

istoric roof system
s and

 original roof elem
ents,

inclu
d

ing steep
les, d

om
es, chim

neys, d
orm

ers, and
roof form

s and
 m

aterials, are im
p

ortant visu
al ele-

m
ents in the A

nnap
olis historic d

istrict becau
se of

the top
ograp

hy of the city. T
he roof-scap

es of
bu

ild
ings at low

er elevations are visu
ally p

rom
i-

nent from
 higher elevations, and

 w
aterfront roof-

scap
es are silhou

etted
 from

 the w
ater. A

lterations
that d

im
inish or conceal these character-d

efining
featu

res are d
iscou

raged
. R

oof-top
 d

ecks are
highly visible and

 are strongly d
iscou

raged
.

D
. 10 - R

oofin
g M

aterials - H
istoric B

u
ild

in
gs 

H
istoric roofing m

aterials shou
ld

 be p
reserved

.

12

A
ppropriate sim

ple door
and trim

 on vernacular
fram

e house.

Inappropriate, over-scaled
door surround on sam

e
house.

N
ew

 or rep
lacem

ent m
aterials shou

ld
 rep

licate or
be com

p
atible w

ith the m
aterials u

sed
 on the exist-

ing stru
ctu

re. 
W

here existing historic roofing m
aterials su

r-
vive, they shou

ld
 be retained

 and
 rep

aired
. If d

ete-
rioration is extensive and

 rep
lacem

ent is requ
ired

,
new

 roofing shou
ld

 m
atch existing historic roofing

m
aterials. For flat roofs the choice of rep

lacem
ent

roofing m
aterials shou

ld
 be d

ictated
 by technical

consid
erations. Selection of the historic roofing

m
aterial shou

ld
 be based

 on p
hysical evid

ence
and

/
or historic p

hotograp
hs. 

N
ew

 roofing shou
ld

 not be m
ore ru

stic than
the original m

aterial it is rep
lacing. For exam

p
le,

saw
n w

ood
 shingles are recom

m
end

ed
 for rep

lac-
ing existing w

ood
 shingle roofs; hand

-sp
lit shakes

are not. L
ife safety cod

es requ
ire that new

 w
ood

shingles have fire retard
ant coating.

Sheet m
etal roofing ap

p
eared

 in A
nnap

olis
after 1820 and

 w
as w

id
ely u

sed
. If m

etal roofing
su

rvives, it shou
ld

 be retained
 and

 rep
aired

 as nec-
essary. O

nly severely d
eteriorated

 m
etal roofing

shou
ld

 be rep
laced

 w
ith new

 m
etal roofing, and

any su
ch su

bstitu
tion shou

ld
 be form

ed
 from

rolled
 ternep

late or cop
p

er, d
ep

end
ing on the ind

i-
vid

u
al bu

ild
ing. P

re-form
ed

 and
 field

-p
ainted

stand
ing seam

 m
etal roofing system

s sim
ilar to

historic stand
ing seam

 roofing are p
referable to

asp
halt shingle roofing. 
R

ep
lacem

ent of existing asp
halt shingle roofing

w
ith new

 asp
halt shingle roofing is not p

rohibited
;

how
ever, rep

lacem
ent u

sing the bu
ild

ing’s original
roofing m

aterial (evid
ence for w

hich is often fou
nd

beneath the asp
halt shingles) is strongly encou

r-
aged

. A
sp

halt shingles w
ere introd

u
ced

 abou
t

1910, and
 thu

s are consid
ered

 m
erely a less d

esir-
able su

bstitu
te for w

ood
, slate, or m

etal for all
bu

ild
ings constru

cted
 p

rior to 1900. W
here asp

halt
shingle roofing is the p

rop
osed

 rep
lacem

ent m
ater-

ial, shingles shou
ld

 be heavyw
eight, squ

are tab
strip

 shingles w
eighing not less than 290 p

ou
nd

s
p

er squ
are, of a color sim

ilar to the historic roofing
m

aterial. 
U

n
p

ain
ted

, m
ill fin

ish
ed

 alu
m

in
u

m
 is n

ot
allow

ed
 for flash

in
g, gu

tters or d
ow

n
sp

ou
ts.

D
. I0a - R

oofin
g M

aterials - A
d

d
ition

s
R

oofing m
aterials u

sed
 on ad

d
itions to historic

bu
ild

ings shou
ld

 be com
p

atible w
ith the m

aterials
u

sed
 on the existing stru

ctu
re. 

T
he roofing m

aterial of a p
rop

osed
 ad

d
ition

shou
ld

 m
atch the roofing of the existing bu

ild
ing.

For exam
p

le, w
here existing roofing is slate, new

roofing shou
ld

 be slate or m
etal. M

ixing w
ood

 or

asp
halt shingle roofing w

ith existing slate is not
recom

m
end

ed
. 

D
. I0b

 - R
oofin

g M
aterials - N

ew
 B

u
ild

in
gs 

T
he roofing m

aterial for a new
 bu

ild
ing shou

ld
relate to the d

esign of the bu
ild

ing and
 be com

p
ati-

ble w
ith the p

revailing roofing m
aterials in the

neighborhood
. 

R
oofing for p

rop
osed

 new
 bu

ild
ings shou

ld
relate to the overall d

esign of the new
 bu

ild
ing,

and
 shou

ld
 follow

 the p
revalent roofing m

aterial
of the neighborhood

. N
ew

 bu
ild

ings in the historic
d

istrict shou
ld

 not be roofed
 w

ith asp
halt shingles.

D
. 11 - D

orm
ers 

H
istoric d

orm
ers shall be p

reserved
 u

nless d
ocu

-
m

entation of d
eterioration that ju

stifies the
rep

lacem
ent of historic m

aterial is p
rovid

ed
.

D
orm

er d
esign, p

rop
ortions, and

 p
lacem

ent
shou

ld
 be com

p
atible in size, scale, p

rop
ortion,

p
lacem

ent and
 d

etail w
ith the historic gable and

shed
 d

orm
ers fou

nd
 in the historic d

istrict. N
ew

dorm
ers in existing roofs are discouraged. 

H
istoric bu

ild
ings in A

nnap
olis frequ

ently
em

p
loyed

 d
orm

ers, either as p
art of an original

d
esign concep

t or as an ad
d

ition to u
tilize attic

sp
ace. P

ed
im

ent d
orm

ers w
ere generally u

sed
 on

gable and
 hip

p
ed

 roof bu
ild

ings, shed
 d

orm
ers

w
ere u

sed
 on gam

brel roof stru
ctu

res, and
 seg-

m
ental arch-head

ed
 d

orm
ers w

ere em
p

loyed
 on

m
ansard

 roofs.
In neighborhood

s w
here shed

 d
orm

ers or seg-
m

ental arch-head
ed

 d
orm

ers occu
r, new

 d
esigns

m
ay be based

 on existing non-gabled
 d

esigns p
ro-

vid
ed

 they relate to the overall scale and
 p

rop
or-

tions of the p
rop

osed
 facad

e. D
orm

er p
lacem

ent
shou

ld
 be based

 on historic p
reced

ent w
ithin the

im
m

ed
iate neighborhood

 of the affected
 bu

ild
ing,

and
 shou

ld
 be set back tw

o feetfrom
 the w

all
below

. T
he total overall w

id
th of d

orm
er shou

ld
 be

no w
id

er than 1/
2 of the overall roof w

id
th. 

D
. 12 - S

k
yligh

ts 
Sm

all skylights w
ith a low

 p
rofile m

ay be p
erm

it-
ted

 on roof su
rfaces other than the p

rim
ary facad

e.
Skylights w

ill not be ap
p

roved
 on front roof p

lanes
or on roof p

lanes facing Sp
a C

reek or the harbor.
A

ll skylights shou
ld

 be of flat-glazed
 constru

c-
tion, m

ou
nted

 as close to the roofing as p
ossible.

Skylights shou
ld

 be d
esigned

 as p
art of the overall

fenestration of a bu
ild

ing, relating vertically to
other op

enings. Skylights that resu
lt in su

bstantial
u

p
-lighting of the su

bject p
rop

erty or ad
jacent

p
rop

erties w
ill not be p

erm
itted

.
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